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	TRACTOR
	TECHNICAL SPECIFICATIONS
	Price FCA Ukr.(USD)

	ХТЗ-17221-09
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	Agricultural, general purpose wheel-drive tractor with diesel engine JaMZ–236D-3, production of JSC "Autodiesel", Yaroslavl, RF, capacity 175 h.p., equipped by new single-seated cabin of the improved comfort with the central-located place of the driver, power shift gearbox within each range, with the increased number of gears (16 -  forward, and 8 - reverse), with the maximum speed 40km/h, with tires of enlarged size 23,1R26, with the hydraulic linkage mounting, carrying capacity 5000 kN.
	57 300

	ХТЗ-17221
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	Agricultural, general purpose wheel-drive tractor with diesel engine JaMZ–236D-3, production of JSC "Autodiesel", Yaroslavl, RF, capacity 175 h.p., equipped with two-seat safety frame cabin, with power shift gearbox within each range and transfer box, with tires of enlarged size 23,1R26, with the hydraulic linkage mounting,  carrying capacity 4500 kN.
	52 000

	ХТЗ-17021
	
	
	

	
	
	Differs from XT3-17221 by installation of engine BF6M 1013E “Deutz AG”, Germany, capacity 180 h.p.
	61 200

	ХТЗ-17221-19
	
	Differs from XT3-17221 by installation of engine “D-260.4S2.551, Belarus capacity 210 h.p.
	56 900

	ХТЗ-17221-21
	
	Differs from XT3-17221 by installation of engine “JaMZ-238КМ2-3”, Yaroslavl, RF, capacity 240 h.p.
	60 000

	ХТЗ-150К-09-25
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	Agricultural, general purpose wheel-drive tractor with diesel engine JaMZ–236D-3, production of JSC "Autodiesel", Yaroslavl, RF, capacity 175 h.p., equipped with power shift gearbox and transfer box, with two-seat safety frame cabin, with tires size 21,3R24, with the hydraulic linkage mounting, carrying capacity 4500 kN.
	48 550

	ХТЗ-16131-03
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	Agricultural, integral, plowing - row-crop tractor with diesel engine BF6M 1013E of “Deutz AG”, Germany, capacity 180 h.p., single-seated safety frame cabin with one central seat for operator, equipped with power shift gearbox within each range and transfer box, with different standard sizes of tires - 16.9R38 or 9.5R42, front and back hydraulic mounting hitches, carrying capacity 1500 kN and 3000 kN accordingly, and independent front and back power take-off shafts.
	65 400

	ХТЗ-16131-05
	
	Differs from XT3-17221 by installation of engine “D-260.4S2.502, Belarus, capacity 180 h.p.
	62 200

	Т-150-05-09-12
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	Agricultural, general purpose caterpillar tractor with diesel engine JaMZ–236D-3, production of JSC "Autodiesel", Yaroslavl, RF, capacity 175 h.p., gear box with dual-flow hydro system of hydro spring clutches control, with power shift within each range gearbox, 4-rolls running system with balance spring suspension.
	48 700

	ХТЗ-181
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	Agricultural, general purpose caterpillar tractor with diesel engine JaMZ–238КМ2-3, production of JSC "Autodiesel", Yaroslavl, RF, capacity 190 h.p., Framed, and safety cabin is equipped with means of microclimate normalization in summer and winter. Enlarged longitudinal tractor base provides increased driving smoothness and specific pressure reduction on ground up to 0.46 kg/sm2, 5-rolls running system with torsion spring suspension, with the hydraulic linkage mounting, carrying capacity of 4500 kN.
	58 700

	Т-156Б-09
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	Wheeled front loader with diesel engine JaMZ–236D-3, production of JSC "Autodiesel", Yaroslavl, RF, capacity 175 h.p., with tires size 23,1R26, hydraulic loading equipment with lifting power of 3 tons, bucket volume – 1,5m3, loading height – 2930mm.
	49 500

	Т-156Б-09-03
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	Wheeled front loader equipped by a single-seated cabin with the central-located place of the driver with diesel engine JaMZ–236D-3, production of JSC "Autodiesel", Yaroslavl, RF, capacity 175 h.p., with tires size 23,1R26, hydraulic loading equipment with lifting power of 3 tons, bucket volume – 1,5m3, loading height – 2930mm.
	54 200

	ХТЗ-2511-04
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	General purposes wheeled tractor with four-stroke air cooled diesel engine production of JSC “Vladimir Motor Plant”, RF, capacity of 25 h.p., equipped with one-seat frame cabin, with rear hydraulic mounting hitch, load capacity of 600 kg.
	10 400

	ХТЗ-2511-09
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	The tractor with the municipal equipment for mechanical scavenging of the streets, roads, and the areas. Tractor has the air cooled diesel engine D -120, capacity of 25 h.p., is equipped by safe frame cabin. Width of bulldozer blade - 1,5m, installation angle of the brush concerning to the tractor axis is up to 600 (to the right-to the left), brush rotary speed – 300 rpm, brush width of cut -1,75-2,0 m, weight of all equipment - 450 kg. 
	12 900

	XT3-2511-20
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	Differs from XT3-2511-20 by installation of the skeleton of safety instead of the cabin.
	9 100

	ТС-10

model ТС10Х.00.00.000-03
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	The caterpillar industrial tractor with diesel engine JaMZ-236M2-4 production of JSC "Autodiesel", Yaroslavl, RF, capacity 180 h.p., is intended for use at the road and industrial construction, in the mining industry, in land improvement and other industry branches. Tractor cabin is equipped with air conditioner. Bulldozer semispherical blade is not turning, it has the hydro skew: width of the blade - 3200 mm, height - 1200 mm, dropping (sinking) depth of the blade - 300mm.
The equipment for loosening in the form of parallelogram, three teeth: maximum depth of tooth - 500 mm, width of the tooth tip - 80 mm. It is intended for loosening on small depth of such materials, as ground, asphalt, gravel and similar road coverings.
	103 850

	ТС10Х.00.00.000-02
	
	With bulldozer equipment and with the single teeth ripper's equipment 
	103 360

	ТС10Х.00.00.000-01
	
	With bulldozer equipment and without the single teeth ripper's equipment.
	99 600

	ТС10Х.00.00.000-00
	
	Without bulldozer equipment and without the teeth ripper's equipment.
	92 430

	ТС10Х.00.00.000-04
	
	Without bulldozer equipment and without teeth ripper's equipment. With drawbar hook.
	93 400

	ТС10Х.00.00.000-05
	
	With bulldozer equipment and without teeth ripper's equipment. With drawbar hook.
	100 570

	ТС10Х.00.00.000-06
	
	With bulldozer equipment and with one teeth ripper's equipment. With drawbar hook.
	104 330

	ТС10Х.00.00.000-07
	
	With bulldozer equipment and with three teeth ripper's equipment. With drawbar hook.
	104 820


Trade House JSC “Kharkov Tractor Plant”, Ltd is ready to supply spare parts for tractors according to your requirements

